
  

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Modern Gas Fireplaces - Linear Fireplaces  

INSTALLER: Leave this manual with the appliance. 

CONSUMER: Retain this manual for future reference. 

INSTALLATION AND SERVICE OF THIS APPLIANCE MUST BE 

PERFORMED BY QUALIFIED CERTIFIED NFI PERSONNEL OR 

CERTIFIED FLARE FIREPLACE DEALER. 

 
Massachusetts: The piping and final gas connection must be performed by a 

licensed plumber or gas fitter in the State of Massachusetts. Also, see 
Carbon Monoxide detector requirements on page 56 

 

 

NOTICE  

Flare Fireplaces Installation Guide- SIT Proflame 2- Control Sys. 7 
[Flare Double Corner, Left Corner, Right Corner, Front, See-Through and Room Definer] v13.3 

FLARE REQUIRES INSTALLATION BE 

PERFORMED BY AN NFI CERTIFIED INSTALLER, 

OR A CERTIFIED FLAREAUTHORIZED 

INSTALLER. INSTALLATIONS THAT DO NOT 

FOLLOW THIS INSTRUCTION WILL NOT BE 

COVERED BY WARRANTY OR SERVICED.  
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SAFETY INFO AND WARNINGS 

 

 

 

 

 

 

WARNING! 

If the information in these instructions are not followed exactly, a fire or explosion may result causing property 

damage, personal injury, or loss of life.  

Installation and services must be performed by a qualified installer, service agency or the supplier.  

WARNING! 

 
The direct vent system appliance must be installed as an OEM installation in manufactured homes (USA only) 

or an aftermarket permanently located, or a mobile home, where no prohibited by local codes and must be 

ƛƴǎǘŀƭƭŜŘ ƛƴ ŀŎŎƻǊŘŀƴŎŜ ǿƛǘƘ aŀƴǳŦŀŎǘǳǊŜǊΩǎ ƛnstructions and the Manufactured Home Construction and Safety 

Standard, Title 24 CFR, Part 3280, in the United States, or the Standard for Installation in Mobile Homes, CAN/ 

CSA Z240 MH Series, in Canada.  

This appliance is only for use with the type(s) of gas indicated on the rating plate. A conversion kit is supplied 

with the appliance.  

This product is listed to the ANSI standards for ANSI A21.50b-2009 / CSA 2.22b-2009 Vented Gas 

Fireplaces CAN/ CGA 2.17-M91 Gas-Fired Appliance for use at high altitudes. 

WARNING! 

 

NEVER LEAVE CHILDREN OR ANY OTHER AT-RISK INDIVIDUAL ALONE WITH 

THE APPLIANCE. 
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WARNING! 

 Due to high temperatures, the appliance should be located out of traffic and away from furniture and draperies.  

Children and adults should be alerted to the hazards of high surface temperature and should stay away to avoid burns or 

clothing ignition.  

WARNING! 

 Young children should be carefully supervised when they are in the same room as the appliance. Toddlers, young children, 

and others may be susceptible to accidental contact burns.  A physical barrier is recommended if there are at-risk 

individuals in the house.  To restrict access to a fireplace or stove, install an adjustable safety gate to keep toddlers, young 

children, and other at-risk individuals out of the room and away from hot surfaces.  

WARNING! 

 This appliance must be electrically wired and grounded in accordance with local codes, or in the absence of local codes, with 

National Electric Code ANSI/NFPA 70 ς latest edition or the Canadian Electric Code CSA C22.1 

A 110-120V AC Circuit for this product must be protected with ground-fault circuit-interrupter protection, in compliance with 

the applicable electrical codes, when it is installed in locations such as bathrooms or near sinks.  

Proposition 65 Warning: Fuels used in gas, wood burning or oil-fired appliances, and the products of combustion of such 

fuels, contain chemicals known to the State of California to cause cancer, birth defects and other reproductive harm.  

California Health & Safety Code Sec. 25249.6. In the State of Massachusetts, only a licensed plumber and gas fitter may 

install this product.  See Note for the Commonwealth of Massachusetts.  

 

State of California. Proposition 65 Warning. Fuels used in gas, wood-burning or oil-fired appliances, and the products 

of combustion of such fuels, contain chemicals known to the State of California to cause cancer, birth defects and other 

reproductive harm. California Health & Safety Code Sec. 25249.6 
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FLARE FIREPLACES ς FRAMELESS IN EVERY WAY 

Flare Fireplaces is where innovation, quality and luxury come together to form new ideas. By combining 

superior raw materials, contemporary design, creative technology, and a frameless way of thinking, we 

have created a full line of direct-vent fireplaces that are luxurious, simple to operate, and efficient. Our 

modern gas fireplaces are distinguished by their clean linear design, superior built quality, and unique 

features. 

SAFETY 

CSA CERTIFICATION 

All our fireplaces are tested and have been certified to meet stringent CSA guidelines, ensuring optimum 

quality, safety, and efficiency. 

All our fireplaces have been certified and tested to work with Natural Gas or Propane. 

Certification Information: 

ANSI Z21.88/CSA 2.33-2014- Vented Gas Fireplace Heaters 
 

CSA CLASSES: 
 
CLASS 2901 84 / CLASS 2901 04 
 
All fireplaces are rated for commercial and residential use. 
 

 

 

 

 

 

 

 

 

The CSA Mark 

The Canadian Standards Association (CSA) is a nonprofit association serving business, industry, government 
and consumers in Canada and the global marketplace. Among many other activities, CSA develops 
standards that enhance public safety. 

A Nationally Recognized Testing Laboratory, CSA is familiar with U.S. requirements. According to OSHA 
regulations, the CSA-US Mark qualifies as an alternative to the UL Mark. 

Here are some areas where CSA standards are applied: 

¶ Canadian Electrical Code, Part III-Outside Wiring 
¶ Electrical Engineering Standards 
¶ Electromagnetic Compatibility 
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MANUAL MODEL LIST & INFORMATION 

The Following manual should be used for the following Flare Fireplaces Models: 

¶ Flare Front 30-млл ά ς мсέ όwύΣ нпέ όIύΣ олέ (EH) 

¶ Flare See-Through 30-мллέ ς мсέ όwύΣ нпέ όIύΣ олέ (EH) 

¶ Flare Corner Right & Left 30-мллέ ς мсέ όwύΣ нпέ όIύ 

¶ Flare Double Corner 30-мллέ ς мсέ όwύΣ нпέ όIύ 

¶ Flare Room Definer 45-мллέ ς мсέ όwύΣ нпέ όIύΣ олέ (EH) 

All models share the same gas valve system, remote, gas connection, and glass type, simplifying installation and 

operation. 

All warnings and instructions apply to all models. 

Refer to the model name for specific model, clearance and installation information. 

Flare Fireplaces should only be connected to M&G DuraVent or ICC 4x6 or 5x8 venting system. Refer to the specific 

appliance model and size to determine vent size (Gas specification table) and chimney pathway requirements 

(Chimney path installation & planning table). For detailed chimney installation information please use the M&G 

DuraVent direct vent installation manual: http://www.duravent.com 

For details on ICC direct vent installation, please use the ICC installation guide. 

http://icc-chimney.com/en/exceldirect-support 

¢Ƙƛǎ ǇǊƻŘǳŎǘ ƛǎ ƭƛǎǘŜŘ ǘƻ !b{L ǎǘŀƴŘŀǊŘǎ ŦƻǊ ά±ŜƴǘŜŘ Dŀǎ CƛǊŜǇƭŀŎŜ IŜŀǘŜǊǎέ ŀƴŘ ŀǇǇƭƛŎŀōƭŜ ǎŜŎǘƛƻƴǎ ƻŦ άDŀǎ .ǳǊƴƛƴƎ 

IŜŀǘƛƴƎ !ǇǇƭƛŀƴŎŜǎ ŦƻǊ aŀƴǳŦŀŎǘǳǊŜŘ IƻƳŜǎ ŀƴŘ wŜŎǊŜŀǘƛƻƴŀƭ ±ŜƘƛŎƭŜǎέΣ ŀƴŘ άDŀǎ CƛǊŜŘ !ǇǇƭƛŀƴŎŜǎ ŦƻǊ ¦ǎŜ ŀǘ IƛƎƘ 

!ƭǘƛǘǳŘŜǎέΦ 

Installation MUST comply with local, regional, state, and national codes and regulations. Consult insurance carrier, 

local building inspector, fire officials or authorities having jurisdiction over restrictions, installation inspection and 

permits. 

 

This installation must conform to local codes. In the absence of local codes, you must comply with the 

National Fuel Gas Code, ANSI Z223.1-latest edition in the U.S.A. and the CAN/CGA B149 Installation Codes in Canada. 

 

Improper installation, adjustment, alteration, service, or maintenance can cause injury or property damage. For 

assistance or additional information, consult a qualified service technician, service agency or your dealer. 

 

 

 

 

FLARE REQUIRES INSTALLATION BE 

PERFORMED BY AN NFI CERTIFIED INSTALLER, 

OR A CERTIFIED FLARE DEALER. 

INSTALLATIONS THAT DO NOT FOLLOW THIS 

INSTRUCTION WILL NOT BE COVERED BY 

WARRANTY OR SERVICED.  

http://www.duravent.com/
http://icc-chimney.com/en/exceldirect-support
http://icc-chimney.com/en/exceldirect-support
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FIREPLACE OPERATION 

REMOTE CONTROL INSTRUCTIONS 

 

IFC PROFLAME 2 REMOTE 

 

IFC PROFLAME 2 REMOTE BUTTONS: 

  

- Main ON/OFF switch 

- Main Burner Flame Modulation 6 Levels  

- Choice of continuous or intermittent pilot mode 

(intermittent is default mode) 

- Thermostat or smart thermostat functions. 

- Accent light modulation 6 levels (not used). 

- Comfort fan speed modulation 6 levels (not 

used). 

 

 

 

 



  

 

10 | P a g e 

 

REMOTE CONTROL SPECIFICATION:  

 

- Need 4.5 voltage supply.  

- 0-50 °C ambient temperature rating.  

- 315 MHz radio frequency.  

 

 

 

 

 

 

 

TEMPERATURE INDICATION DISPLAY 

 

When the system is turned off the LCD screen will display the current room temperature in Fahrenheit (°F) or in Celsius 

(°C.) 

To change from Fahrenheit (°F) to Celsius (°C) or vice versa press the thermostat key and the mode key at the same 

time. 
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TURNING THE SYSTEM ON AND OFF USING THE REMOTE CONTROL 

  

With the system OFF, press the ON/OFF Remote Key. The remote LCD will then 

show other icons. At that time, the module will activate the appliance and a single 

beep from the receiver will confirm reception command from the remote 

 

When the system is ON, press the ON/OFF remote key, the remote LCD will show 

the room temperature icon, at the same time the module will shut off the 

appliance. 

For information on using the remote and wall switch, click here. 

 

 

 

REMOTE FLAME MODULATION  

 

The Proflame 2 has 6 levels of modulation. 

When the system is ON the flame level will be 

at the maximum level.  

By pressing the down arrow key once it will 

reduce the flame height by one step. 

Continued pressing of the down arrow will 

result in the unit TURNING OFF. To return to 

normal fireplace operation use the up-arrow 

key to increase the flame height to HI. 

 

 

 

 

If the up arrow has been pressed while the 

system is ON, but the flame is OFF the flame 

will come ON in the high position.  
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ROOM THERMOSTAT OPTION  

 

    The Remote control can operate as a room 

thermostat. The thermostat can be set to a desired 

temperature to control the room temperature. To 

activate this option, press the thermostat key. The 

thermostat icon on the LCD screen will display the 

thermostat status is ON. The user can then set a suitable 

temperature for the space. To adjust the desired 

temperature, use the up or down arrow until the desired 

temperature is displayed on the remote LCD screen.  

 

  

SMART ROOM THERMOSTAT OPTION  

 

The smart thermostat option will adjust the flame height 

depending on the set temperature that has been set by the 

user. When the room temperature gets close to the set 

temperature the smart thermostat function will modulate 

the flame down. 

To activate the smart thermostat function, press the 

thermostat key while the appliance is on until the word 

SMART appears beside the icon of the thermostat.  

To adjust the set temperature, press the up or down arrow 

keys until the desired temperature is displayed on the LCD.  

 

 

 

Note that: when the smart thermostat is activated, the flame level modulation is not activated.  
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FAN SPEED CONTROL  

 

This feature is not used with the Flare fireplaces.  

 

 

 

 

CONTINUOUS PILOT IGNITION/INTERMITTENT PILOT IGNITION (CPI/IPI) 

 

When the system is OFF pressing the Mode key to index to CPI 

mode icon. Press the UP arrow will select the CPI mode (but it is 

still not activated.) There is also a switch on the CPI/IPI that is 

located on x5 port in the module. Pressing down arrow key will 

activate the IPI mode at the same time turn the IPI/CPI switch in X5 

port on the module. A single beep will confirm the command.  

See page 85 for port location 

 

 

KEY LOCK  

To avoid unsupervised operation of the remote control this feature has been 

created. To activate this feature, press the mode and up arrow at the same time. A 

lock icon will appear in the LCD screen. To deactivate this feature, press the mode 

and up arrow at the same time. 

 

LOW BATTERY POWER DETECTION  

The life of the remote batteries depends on  

- Battery quality  

- Number of ignitions of the appliance 

- The number of actions on the remote control  

When the remote battery is low an empty battery icon will appear on the LCD Screen 

CAUTION: DO NOT USE a screwdriver or other metallic object to remove the batteries from the battery box! This could 

cause a short circuit to the system. 
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SIT BATTERY BACKUP -OPTIONAL ς SCREEN UNIT ONLY 

Batteries ς Remote 

¶ 3 x AAA (alkaline recommended). 

¶ Low battery indicator on handsets with display. 

¶ Battery replacement is recommended after 1 years. 

Batteries ς Receiver 

¶ п Ȅ мΦр ± ά!!έ όŀƭƪŀƭƛƴŜ hb[¸ύΦ 

¶ An AC Mains Adapter may be connected in addition to batteries. 

¶ Without using a mains AC adapter, battery replacement is recommended at the beginning of each heating 

season as part of the yearly service check. 

¶ Battery pack to be used with screen units only. Will not work on double glass units. 

¶ Battery pack attaches to X5 cable at black end cap. 

 

 

 

CAUTION: DO NOT attaŎƘ άф±έ ōŀǘǘŜǊȅ ǘƻ ŎŀōƭŜ ŀǎ ƛǘ Ƴŀȅ ŘŀƳŀƎŜ ǳƴƛǘΦ hƴƭȅ ǳǎŜ ǘƘŜ ǊŜŎƻƳƳŜƴŘŜŘ ά!!έ ōŀǘǘŜǊƛŜǎΦ 
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PAIRING REMOTE WITH FIREPLACE RECEIVER 

Your remote will come paired with the fireplace receiver to allow for operation out of the box. In the event of a 

remote or receiver replacement, use the following procedure to pair the remote with the receiver: 

 

INITIALIZING THE SYSTEM FOR THE FIRST TIME  

 

 

- Install 3 AAA type batteries in the remote battery bay located on the remote back. 

- Press the SW1 button on the module see the following figure, the module will beep 3 times to indicate 

that it is ready to synchronize with the remote. 

- Press the ON/OFF button in the remote, the module will beep 4 times to indicate that the remote and the 

module are synchronized to each other.   
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WALL SWITCH ς OPTIONAL 

In case of losing the remote control or empty batteries, there is another option to control the fireplace which is 

located on the X8 port of the IFC module which the WALL SWITCH. The following operation can be done from the wall 

switch: 

- Turn ON fireplace 

- Turn OFF fireplace 

   

 

 

 

 

 

 

 

 

 

 

 

Note: Flare Fireplaces supplies each fireplace a wall 

switch and a remote control to control the unit. Please 
note, only one device should be used in a cycle of 
powering the unit on and off. If you utilize the remote 
control to power the appliance on, use the remote to 
also power the unit off.  
 
Trying to utilize different methods in a cycle could result 
in one method failing to control unit until appliance has 
been powered down and the cycle ended. 

SIT wall switch can be run with up to 100 FT of wire.  
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MEDIA ARRANGEMENTS 

Flare Fireplaces can be equipped with different media types. Follow the instructions below for information on how to 

add and arrange media in your Fireplace: 

¶ Do not place any type of media on the pilot or in front of the pilot. Keep 1έ distance from the pilot to allow 

correct operation of the pilot. 

¶ Media can be put over the Flare burner. Avoid placing media over the main burner ports as it may disrupt 

flame in case of a clogged port. Avoid placing driftwood arching over burner, instead place in front or behind. 

¶ If using media that was not supplied by Flare Fireplace, make sure that the media is certified/suitable to be 

used in direct vent gas fireplaces. 

¶ Keep the pilot front cover view open to be able to view the pilot spark and flame from outside. 

¶ Fireglass: 

a. ѻέ ƻǊ ѹέ Fire Glass may be used. 

b. When the fireplace viewing window is open, and media is placed, make sure Fire Glass does not fall 

on the ceramic glass lower frame as that may cause breakage when putting back the ceramic glass. 

c. Make sure pilot is clear of any Fire Glass particles. 

d. Flare Fire Glass can be put safely into the firebox. Avoid overloading the burner with Fire Glass, 

specifically over the main burner ports. 

¶ Maintain minimum distance ƻŦ ѻέ ŦǊƻƳ ƳŜŘƛŀ ǘƻ the fireplace glass panels. 

¶ Use the manual for instructions on how to remove, replace, & arrange the fireplace glass media 

 

PROPER DRIFTWOOD PLACEMENT   IMPROPER DRIFTWOOD PLACEMENT 

                      

      

 

 

 

              Ceramic Pebbles                                                                           Fireglass  

 

 

 

 

 

 

CHOKING HAZARD! Ensure that the fireplace area is clear of fire glass particles as these could be ingested by small 

children. Vacuum area after installation. 
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MEDIA CALCULATIONS 

Please follow the below described quantities of media placement in your firebox. Please note, over saturation of 

media throughout the firebox may result in improper combustion or Soot within the fireplace or termination cap.  
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FEATURE REMOVAL 

SAFETY SCREEN REMOVAL 

Follow the instructions below for safety screen removal.  

PLEASE NOTE: Safety screen may be shipped separately from the appliance.  

 

The barrier is designed to reduce the risk of burns from the hot viewing glass and is 
provided with this appliance. It must remain installed for the protection of children and 

other at-risk individuals. 
 

Do NOT operate the fireplace without the safety screen barrier. 

 

Front, See Through, and Corner Units 

¶ Safety screen removal requires no tools. 

¶ Push the top frame of the screen up until it clears the bottom of the opening.  

¶ Tilt the bottom of the screen out and pull down so the top frame clears the opening.  
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EXTERNAL GLASS REMOVAL ς DOUBLE GLASS FIREPLACE 

Follow the procedure below to remove and install back the fireplace external glass (double glass fireplace configuration).  

Note: Suction cups are needed to remove the glass. 

Warning! Turn off the fireplace and allow time for the unit to cool before proceeding. 

Caution: The glass is very fragile and should be handled with care. 

Warning! Double glass fireplace should NOT be operated without the external glass 

¶ Confirm lock screws have been removed during install (should be done once, during install only). 

¶ Attach glass suction cups to the glass. Use more than one suction cup if needed (any ǳƴƛǘ ŀōƻǾŜ прέύΦ 

¶ Using suction cups, slightly push in the external glass top edge. 

¶ Once glass has been pushed, slightly lift the glass to clear bottom part of the glass. 

¶ Remove the glass and place in a secure location. 

Install back external glass  

 

 

 

 

 

 

¶ Attach glass suction cups to the glass. Use more tƘŀƴ ƻƴŜ ǎǳŎǘƛƻƴ ŎǳǇ ƛŦ ƴŜŜŘŜŘ όŀƴȅ ǳƴƛǘ ŀōƻǾŜ прέ) 

¶ Place upper edge of the glass in position and push latching trim. 

¶ Once trim has been pushed in, slide glass top in position. 

¶ Tilt in bottom edge of the glass in position as you are lifting the glass up. 

¶ Glass is now secure in place. No bolts are needed to lock the glass. 
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INTERNAL GLASS REMOVAL 

Follow the procedures below to remove and install the internal ceramic glass (double glass fireplace configuration). 

Note: Suction cups are needed to remove the glass. 

Warning! Turn off the fireplace and allow time for the unit to cool before attempting to remove the glass. 

CAUTION: The ceramic glass is very fragile and should be handled with care. 

 

CAUTION: Do not operate the appliance with glass removed, cracked, or broken. Replacement of the panel(s) should 
be done by a licensed or qualified service person 

 

Step 1 ς Attach glass suction cups to the glass. Remove the glassΩ lower magnetic trim . Place the trim in a secure 

place. Any unit above 45έ ǊŜǉǳƛǊŜǎ н ǎǳŎǘƛƻƴ ŎǳǇǎ ǘƻ ƘƻƭŘ ǘƘŜ ƎƭŀǎǎΦ 

Step 2 ς Release the lower glass trim . The lower trim bolts can be released by hand and should not require any tools. 

Once bolts are released remove lower glass holder trim.  

Step 3 ς Hold the glass suction cups and hand release trim bolt on the top. The trim does not need to be removed and 

will only open to allow a gap for glass removal. 

Step 4 ς Push the glass up and clear it from the bottom as shown  

When putting the glass back, DO NOT overtighten the bolts or glass may break 

Step 1           Step 2     
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Step 3       Step 4-1 

 

         Step 4-2 

 

 

 

 

 

 

 

 

 

 

When putting back the glass, DO NOT overtighten the bolts or glass may break 

¶ Use step 4 ς 1 for putting the glass back. 

¶ Glass trim screws should be closed hand tight. DO NOT overtighten the bolts or glass may break. 
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SIDE GLASS TRIM REMOVAL / INSTALLATION ς FLARE H & EH 

Side Glass trim for Front & ST unit (R, H, EH) is installed by Hanging the side trim over the trim holder as shown in the picture 
below. 

 

Then moving the lower side of the trim toward the holder as shown in the picture below.  
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SIDE GLASS TRIM REMOVAL / INSTALLATION (C & RD)  

Side Glass trim for C & RD unit (R, H, EH) is installed by placing the side trim over the trim holder magnetics as shown in the 
picture below. 

 

 

 

 

 

 

 

 

 

 

 

 

Then moving the lower side of the trim toward the holder as shown in the picture below.  
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REFLECTIVE BACK INSTALL  

The Flare Fireplace may be ordered with a reflective ceramic glass backing. The ceramic glass is tinted black to create 

a reflection when the fireplace is running. The ceramic glass will enhance and protect the fireplace look and is  easy to 

clean. 

The reflective back is shipped outside the unit, inside a sleeve with the other glass panes. It should be mounted at the 

back of the fireplace, placed in the gap between the fire bed (shown yellow below) and held by the top mounting 

brackets (red circle). 

 

 

 

 

 

 

 

Carefully carry the reflective back using suction cups, and place at a 45-degree angle as shown below. 

Screw the mirror clamp as shown below, make sure you do not over-tighten the screw, & leave 1ò of the screw 

length out. 
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INSTALLATION STEPS 

 

1. Prior to starting the installation, make sure you read and understand all WARNING information in the 

manual. Do not start the installation if you are unclear about any of the installation related subjects. 

2. Determine the following: 

¶ The vent system configuration to be used based on the fireplace location. Follow the manual venting 

section (Chimney path installation & planning tables) to determine the venting requirements and 

setting.  

Note: Venting requirements are model specific. 

Note: Make sure the vent requirements are supported by the Flare manual and installation 

instruction.  

¶ Clearance requirements from combustible and non-combustible materials. Follow the clearance 

instruction and example in the manual.  

Note: Clearance instructions and examples are model specific. 

¶ Gas supply piping. 

¶ Confirm if the fireplace is going to operate using Natural Gas (NG) or Propane. Use the attached 

product label to confirm the fireplace is set for the expected gas type. 

¶ Electrical wiring requirements. 

¶ Framing and finishing details. 

 

3. Unpack the fireplace box, adjust telescopic legs and place in the upright position. Follow instruction for 

fireplace unpacking.  

4. Put the Fireplace in the desired location. Verify clearance to non-combustible and combustible materials. 

Follow the clearance instruction and example in the manual. 

5. For LED units, connect LED system and test LED. 

6. Attach the units back bracket to the wall framing. 

7. For double glass units only: remove glass locking screws and discard. 

8. Adjust Fireplace vent restrictor based on vent configuration and planning guide. Document vent restrictor 

setup here: ___________________________. 

9. Connect vent system to the Fireplace.  

10. Connect gas (Gas connection section) line to the Fireplace and verify gas inlet and outlet pressure. Measure 

and document gas pressure here: Inlet _______ W.C. 

11. Confirm if adjustments for high altitude are needed (Installation at above 2000 Ft from sea level). 

12. Connect electrical wiring for applicable units.  

13. Insert and place Fireplace media. Use media arrangement guide from the manual. 

14. Verification of: 

¶ Ignition and pilot system. 

¶ Burning and flame. 

15. Complete framing and wall cover. 

 

Read all the instructions before starting the installation. Follow these instructions carefully during the installation to ensure 

maximum safety and benefit. 

Follow the Steps above to insure proper installation of the Gas appliance. 

WARNING! Risk of Fire or Explosion! Damaged parts could impair safe operation. DO NOT install damaged, incomplete or 

substitute components. 
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INSTALLATION PREPARATION 

ACCESS PANEL 

   Flare recommends you build an access panel somewhere near the fireplace. This will provide easy access to all the 

necessary parts that may need servicing, over time. While Flare also offers access to these components by going inside 

the fireplace, with instructions HERE,  you will find having a dedicated area where all your components can be easily 

accessed for servicing, without the need to remove the glass, media, & burner is the preferred method.  

HIDDEN ACCESS PANEL EXAMPLE 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

http://flarefireplaces.com/wp-content/uploads/2018/02/Flare-Acess-To-Valve-No-access-door.pdf
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FIREPLACE UNPACKING 

Follow the instructions below for unpacking the unit: 

 

¶ Check the packing and confirm there is no external damage. If damage exists, please notify Flare Fireplaces 

immediately. 

¶ Remove the top wood studs and pull the external carton box up. 

¶ Please do not remove the blue wrap completely at this stage. 

¶ Leave the fireplace placed on the pallet for the next step: Fireplace legs setup. 
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FIREPLACE TELESCOPIC LEGS SETUP 

The fireplace legs will need to be set up once box is removed. The legs can be configured so that the bottom of the 

Ǝƭŀǎǎ ǿƛƭƭ ōŜ ōŜǘǿŜŜƴ млέ-мфέ ŀōƻǾŜ ǘƘŜ ŦƭƻƻǊΦ ¢Ƙƛǎ ƳŜŀƴǎ ǘƘŜ ōƻǘǘƻƳ ƻŦ ǘƘŜ ŦƛǊŜǇƭŀŎŜ ǿƛƭƭ ōŜ пέ-моέ ŀōƻǾŜ ǘƘŜ ŦƭƻƻǊ. 

Follow the steps below for telescopic legs setup prior to final positioning of the fireplace.  

On Corner units (Flare-RC/LC/DC/RD) front legs will need to be assembled.  

 

CƛǊŜǇƭŀŎŜ Ƴǳǎǘ bh¢ ōŜ ƛƴǎǘŀƭƭŜŘ ǿƛǘƘƻǳǘ ǘŜƭŜǎŎƻǇƛŎ ƭŜƎǎ ŜȄǘǊŀŎǘŜŘ ǘƻ ŀ ƳƛƴƛƳǳƳ ƻŦ оέΦ 

Installing fireplace without telescopic legs is a fire hazard. 

Installing the Fireplace without legs (sitting on the fireplace frame) may bend the frame & cause glass breakage. 

 

Fine Tuning 

After extending the legs to the desired length, use 

the wrench included to fine tune the feet so that 

the fireplace is level.  

Note that the feet are intended for minimal 

adjustments and not to be extended completely for 

extra height. Doing so will make the fireplace 

unstable. 
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LEG SETUP FOR FRONT AND SEE THROUGH UNITS 

¶ Step1 - Release the pin. 

¶ Step2 ς Release the 2 screws from the leg. 

¶ Step 3 ς Extend the tŜƭŜǎŎƻǇƛŎ ƭŜƎ ǘƻ ǘƘŜ ŘŜǎƛǊŜŘ ƭŜƴƎǘƘΣ ƳƛƴƛƳǳƳ пέ ό¢Ƙŀǘ ǿƛƭƭ ǎŜǘ ǘƘŜ ŦƛǊŜǇƭŀŎŜ млέ ŦǊƻƳ ǘƘŜ 

bottom of the glass to the floor). 

¶ Step 4 ς Retighten the three screws to secure the telescopic leg in position. Note that the top pin inserts into 

the holes only for alignment. The two bottom screws tighten down on the legs. 

¶ Step 5 ς Repeat Steps 1-4 for each on the fireplace so that they are all extended to the same length. 

¶ Step 6 ς Stand the fireplace up and fine tune the feet with the wrench included so the fireplace is level. Open 

the screws to raise the fireplace. Close the screws to lower the fireplace. 

 

                                 Step 1               Step 2  

                                  

 

 

 

 

 

 

 

 

 

 

Step 3                                                                                                                  Step 4 
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 LEG SETUP FOR CORNER UNITS 

Included are 4 screws, 2 adjustable legs, 1 foot for fine tuning, and 1 special wrench for adjusting the feet while the 

fireplace is standing.  

¶ First, identify the correct order to connect the legs. The first adjustable leg that attaches to the fireplace has 

Rivnuts as seen in the image below. The second adjustable leg has a place for the foot to be screwed in on 

the bottom as seen in the images below. 

 

¶ Next, determine which holes to insert the 4 screws so that the fireplace will stand at the desired height after 

the foot for fine tuning is also screwed in.  

¶ Insert the 4 screws into the holes and Rivnuts beneath and tighten. Screw in the foot so that it can later be 

adjusted to slightly raise or lower the fireplace.  

¶ Configure remaining legs to the same height. 

 

 

¶ Stand the fireplace up and fine tune the feet with the wrench provided so the fireplace is level. Open the 

screws to raise the fireplace. Close the screws to lower the fireplace. 

 

 

 

 

 

 

   The levelers are used for 

fine tuning & should only be 

adjusted once the fireplace is 

standing.      

   Opening or extending the 

legs too much will cause the 

fireplace to become unstable 
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UNPACKING CONTROL UNIT AND ACCESSORIES 

Unpack the accessories (remote, power adapter & wall switch). The gas valve, receiver, control module (for double 

glass units) will remain wrapped until first test of unit 

¶ Place accessories (white bag) in a secure location. 

¶ The control unit (gas valve and receiver) ƛǎ ŀǘǘŀŎƘŜŘ ǘƻ ǘƘŜ ŦƛǊŜǇƭŀŎŜ ƻƴ ŀƴ άumbilical cordέ. Once fireplace is 

moved to its final location the control unit can be put close to the service access door.   

 

 

 

 

 

 

Gas valve and receiver:               

***GAS VALVE WILL COME WRAPPED, ONLY TO BE OPENED FOR UNITS FIRST FIREUP 

 

Optional control module for double glass units. 
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FIREPLACE POSITIONING 

Once Fireplace has been set to the upright position, it can be moved to its final installation location.  

¶ Make sure the control unit is secure and not dragging on the floor during transport and positioning. 

¶ Unit should remain on the pallet during transport inside the site location.  

¶ When positioning the fireplace, take into consideration the clearance requirements and framing. Use the 

manual clearance guide for more details. 

¶ Attach the fireplace top brackets to the metal stud in the back to secure the fireplace in place. The bracket 

length can be adjusted by releasing the screws on the top. 

 

 

 

 

 

 

 

Fireplace should remain on the wood pallet when carried to final installation location. 

Do not attempt to use a pallet jack or any other moving tools if the unit has been removed from the wood pallet as it may harm 

the fireplace components under the unit. 

Make sure to use only non-combustible material in case top the brackets need to be extended to connect to the 

back or sides. 
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LED LIGHTS 

The Flare Fireplace can be ordered with optional multi-color interior RGB LED lighting. The lights allow perfect flames to be 

viewed across a bed of illuminated crushed glass, or any other direct vent approved media option. 

RGB LED ς The multicolored option is controlled by a remote for the color selection. Once the color has been selected by the 

operator, the LED memory will remember that color for the next time the unit is turned on. 

  

 

 

 

 

 

 

 

LED Operation: 

Option 1 ς Double Glass unit 

¶ LED power is connected to the Flare control system (Labeled in 

picture above as LED Power Outlet, and below as Connection C) 

¶ LED will turn On and Off with the fireplace, controlled by the 

fireplace remote or wall switch. 

¶ Color control can be done by the LED remote. 

¶ Once a color is selected, the LED remote can be stored away. 

¶ LED to be switched Off when fireplace is turned off. 

¶ LED cannot be switched on when fireplace is off. 

 

Option 2 ς Screen or Double Glass 

¶ LED can be connected to independent power source, home automation system or smart outlet. 

¶ LED can be turned ON/OFF from LED remote, independent from the fireplace. 

¶ LED can be turned on, even when fireplace is off. 
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LED LIGHT INSTALL AND POWER 

It is best if LED lights are connected and tested during the initial stages of installation to allow easy access under the 

unit (before the wall finishing material is done). 

Testing the LED light requires a 110V power source.  

Installation steps: 

1. Remove all LED components from the shipping bag. 

2. Components are pre-connected prior to shipping. Connect LED connectors (points A) to the fireplace using 

the quick connect connectors.  

3. Connect LED control system to the power supply (point B) 

4. Connect LED Power supply to an external power source (point C). Do not connect the LED to the Flare control 

LED plug at this point. Use the LED remote to turn the LED on the LED system. 

Once testing is done, connect the LED power adapter to final power source (Point C), Option 1 or Option 2 as 

detailed in the previous page. 

Power outlet on the Flare control is optional for LED ONLY 
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LED CONTROLLER AND REMOTE 

 

Product Specification 
 

   The Flare high-performance RGB LED touch remote controller adopts the most advanced PWM control technology. This remote 
controls all RGB LED products with 4 lines of circuits (COMMON ANODE), owning 64 thousand colors & 20 automatic changing 
modes to choose from. RBG Strip is using 24V DC power adapter.  

 

 

 

 

 

 

 

  

 

 

 

 

 

REMOTE 

MATERIAL 110x52x20mm 

POWER AAA Battery *2pcs 

MATERIAL ABS 

FABRICATION PROCESSING 
Multicolor Printing & UV 
Varnish 

CONTROLLER 

SIZE 85x45x23mm 

WORKING VOLTAGE DC12V~24V 

CONTROL WAY RGB 3 CHANNELS 

MAX LOAD PER CHANNEL 6A 

OUTPUT CONNECTION COMMON ANODE 

TELECONTROL DISTANCE 30 METERS 

PROGRAMS 20 KINDS 

[95 
{ǘǊƛǇ 
 ̧ ŎŀōƭŜ 

[95 
th²9w 
нп± ƻǊ 
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Mode selection and remote 

NUMBER MODE 
BRIGHTNESS 

STATE SPEED STATE 
1 STATIC WHITE ADJUSTABLE UNADJUSTABLE 
2 WHITE COLOR GRADUAL CHANGES ADJUSTABLE ADJUSTABLE 
3 ALL COLORS GRADUAL CHANGES ADJUSTABLE ADJUSTABLE 

4 
RED/GREEN/BLUE 3 COLORS GRADUAL 
CHANGE ADJUSTABLE ADJUSTABLE 

5 7 COLORS JUMP TO CHANGE ADJUSTABLE ADJUSTABLE 
6 3 COLORS JUMP TO CHANGE ADJUSTABLE ADJUSTABLE 
7 RED/GREEN JUMPS TO CHANGE ADJUSTABLE ADJUSTABLE 
8 REB/BLUE JUMPS TO CHANGE ADJUSTABLE ADJUSTABLE 
9 BLUE/GREEN JUMPS TO CHANGE ADJUSTABLE ADJUSTABLE 
10 WHITE COLOR FREQUENTLY BLINKS ADJUSTABLE ADJUSTABLE 
11 WHITE COLOR GLITTERS ADJUSTABLE ADJUSTABLE 
12 RED COLOR FREQUENTLY BLINKS ADJUSTABLE ADJUSTABLE 
13 RED COLOR GLITTERS ADJUSTABLE ADJUSTABLE 
14 GREEN COLOR FREQUENTLY BLINKS ADJUSTABLE ADJUSTABLE 
15 GREEN COLOR GLITTERS ADJUSTABLE ADJUSTABLE 
16 BLUE COLOR FREQUENTLY BLINKS ADJUSTABLE ADJUSTABLE 
17 BLUE COLOR GLITTERS ADJUSTABLE ADJUSTABLE 
18 YELLOW COLOR FREQUENTLY BLINKS ADJUSTABLE ADJUSTABLE 
19 YELLOW COLOR GLITTERS ADJUSTABLE ADJUSTABLE 
20 CIRCULATION MODE 

Code Matching: 

Please follow the instructions below: 
- Confirm it is correctly connected between power supply, LED controller & LED load. 

- Switch the power off, then switch it on again, & press key 5 once (within 3 seconds) the moment you see 

the light is on. 

- The LED will blink twice slowly when it is completed. 

        Code Clearing: 

The code can be cleared as needed. The kit (remote & controller) will stay in the original state after code clearing and 

can work again when code re-matching is done. 

Please follow the instructions below: 

 Confirm it is correctly connected between power supply, LED controller & LED load. 
- Switch the power off, then switch it on again, & long press key 5 (within 3 seconds) the moment you see 

the light is on. 

- The LED blinks 9 times swiftly when completed. 
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OPTIONAL BLOWER KIT FOR SCREENED UNIT 

The Flare silent blower kit ships standard on all Double Glass units, keeping the glass cooler to the touch, 

but can also be added to a safety screened unit to circulate more heat from the front of the fireplace into 

the room.  

 

 

 

 

 

 

On a Flare screen unit, the blowers will be installed and delivered with an 110V Plug. The operation of 
the blowers is controlled with a power ON/Off to the outlet they are connected to. 
 
   The customer has the option to: 

¶ Install a smart outlet to control the blowers 
¶ Use a wall switch to start & shutdown the blowers whenever they want. An electrician will need 

to wire the wall switch to control the power to the fireplace fans. 
¶ Buy a remote system for the outlet. 

Please note that the blowers will need air intake to work. (Same requirements for double glass) For 
reference to the air intake specifications for your unit please see pg. 74 of Flare Install Manual. 
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VENT TERMINATION 

Framing for vents in combustible walls and ceilings: 

When passing through combustible walls and ceilings, framing will depend on the type of vent installation -- horizontal 

or vertical. Ensure that the insulation is kept clear of the vent pipe using either a wall thimble or an attic insulation 

shield. Follow the installation instructions supplied with the individual venting components. 

These instructions should be used as a guideline and do not supersede local codes in any way. Install venting according to local 

codes, these instructions, the current National Fuel Gas Code (ANSI-Z223.1) in the USA or the    current standards of CAN/CSA-

B149.1 in Canada. 

 

Approved Pipe - This appliance is approved for use with M&G DuraVent venting and ICC.  
 
DO NOT mix pipe, fittings or joining methods from different manufacturers. 

For detailed DuraVent chimney installation information please use the M&G DuraVent direct vent installation manual: 

http://www.duravent.com 

For detailed ICC chimney installation information please use the ICC direct vent installation manual:  

http://icc-chimney.com/en/exceldirect 

Instructions  

¶ Where a vent pipe passes through a floor or ceiling, a ceiling firestop MUST be used to retain insulation and 

maintain proper clearances. Use roof support brackets where needed. 

 

¶ Install the first section of vent pipe into the collar on top of the fireplace. 

 

¶ Connections between each vent system component must be tightly joined and secured. Follow the vent 
manufacturŜǊΩǎ instructions for information on how to seal and secure vent and vent connections.  

 

¶ Horizontal runs of vent pipe must be supported to prevent any downward sags. Horizontal pipe sections should 
be supported at least every 4 feet. Wall Straps can be used for this purpose. 
 

¶ When installing the vent pipe, make sure that the vent pipe is supported by the structural/frame surrounding and 
not by fireplace. 

 
Follow the vent manufacturerΩǎ instruction for information on how to install, seal, and secure vent and vent 
connections. 
 
 
 

 

DO NOT pack insulation around the vent. Insulation must be kept back from the pipe to prevent overheating. 
ALWAYS maintain specified clearances around venting and firestop systems. Install wall shield and ceiling firestops as specified. 

 
 

WARNING!  

http://www.duravent.com/
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VENT AND FIREPLACE SIZE 

 

 

 

 

 

 

*Flare-RD-45 is shipped with 5x8 vent. All other Flare 45 are shipped with the 4x6 vent 

MINIMUM COMBUSTIBLE CLEARANCES FROM VENT 

¶ HORIZONTAL VENT CLEARANCES: A minimum clearance of 3 inches (76mm) to the top and 1 inches (51mm) to the sides 

and bottom of the vent pipe on all horizontal runs to combustibles is required.  

 

¶ VERTICAL VENT CLEARANCES: A minimum of 1 inches (25mm) all around the vent pipe on all vertical runs to combustibles 

is required except for clearances in appliance enclosures. 

 

¶ Horizontal vents have a minimum 1/4 inch (6mm) rise per 1 foot towards the termination. 

 

          Frame cutout table taken from the DuraVent or ICC installation manual 
 

 

 

 

 

        

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Size Vent Size 

Flare 30 4x6 

Flare 45*  5x8 or 4x6 * 

Flare 50 5x8 

Flare 60 5x8 

Flare 70 5x8 

Flare 80 5x8 

Flare 100 5x8 
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VERTICAL TERMINATION  

See the table on the previous page for minimum cutout dimensions or frame openings around wall venting. 
Make sure clearances to combustible material are maintained based on vent part used. Note: size of vents 
depends upon specific fireplace and cutout sizes vary according to the DuraVent or ICC part number used. 

 

Minimum height from roof to lowest discharge opening  

 

 

Vertical Vent Termination Opening/Framing will 

depend on the part used. See table above or vent 

installation manual. 

 

 

 

 

 

 

 

 

 

 

¶ aƛƴƛƳǳƳ нпέ ƘƻǊƛȊƻƴǘŀƭ ŎƭŜŀǊŀƴŎŜ ǘƻ ŀƴȅ ǎǳǊŦŀŎŜ όǎǳŎƘ ŀǎ ŀƴ ŜȄǘŜǊƛƻǊ ǿŀƭƭύ ŦƻǊ ǾŜǊǘƛŎŀƭ ǘŜǊƳƛƴŀǘƛƻƴǎ 



  

 

42 | P a g e 

 

                                  Multiple terminations 

 

 

 

 

 

 

 

 

 

 

 

 

HORIZONTAL TERMINATION  

A minimum distance of 18 inches should be kept between multiple horizontal terminations. 

See the table on page 32 for minimum cutout dimensions or frame openings around wall venting. Make sure 
clearances to combustible material are maintained based on vent part used. Note: size of vents depends upon specific 
fireplace and cutout sizes vary per the DuraVent part number used. 
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VENT TERMINATION CLEARANCES 

 

 

 

 

 

 
 

A *12ò (30 cm) min. Clearances above grade, veranda, porch, deck, or balcony  

B *12ò (30 cm) min. Clearance to window or door that may be opened  

C 12ò (30 cm) min. Clearance to permanently closed window recommended to prevent 

condensation on window  

D **24ò (61 cm) min. for Flare units 100ò 

** 18ò (46 cm) min. for Flare units 80ò and below 

(vinyl surfaces require 24ò (61 cm) min.) 

 

Vertical clearance to ventilated soffit located above the terminal within a 

horizontal distance of 2 feet (60 cm) from the edge of the terminal 

E 30ò (76 cm) min. for Flare units 80ò and 100ò 

18ò (46 cm) min. for Flare units 70ò and below 

(vinyl surfaces require 24 inches (61 cm) min.) 

 

Clearance to unventilated soffit. 

F 6ò (15 cm) min. Clearance to outside corner  

G 6ò (15 cm) min. Clearance to inside corner  

H 3ô (90 cm) min. *Not to be installed above a meter/regulator assembly within 3 feet (90 cm) 

horizontally from the centerline of the regulator  

I 3 feet (90 cm) min. Clearance to service regulator vent outlet 

J *12 inches (30 cm) min. Clearance to non-mechanical air supply inlet to building or the combustion air 

inlet to any other appliance 

K *6 feet (1.8 m) min. Clearance to a mechanical air supply inlet 

L *7 feet (2.1 m) min. ^ Clearance above paved sidewalk or a paved driveway located on public 

property  

M **24ò inches (76 cm) min. for Flare units 100ò 

**18ò inches (46 cm) min. for Flare units 80ò and 

below (vinyl surfaces require 24 inches (61 cm) 

min.) 

 

Clearance under veranda, porch, deck, or balcony 
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^  a vent shall not terminate directly above a sidewalk or paved driveway which is located between two single family 

dwellings and serves both dwellings 

** only permitted if veranda, porch, deck, or balcony is fully open on a minimum of 2 sides beneath the door*  

¶ Clearance in accordance with local installation codes and the requirements of the gas supplier.     

*  As specified in CGA B149 Installation Codes, note local Codes or Regulation may require different clearances  

*  For U.S.A. Installations follow the current National Fuel Gas Code, ANSI Z223.1 

*** Horizontal vent termination minimum clearance to adjacent structure or feƴŎŜ ƛǎ пуέΦ 

**** MƛƴƛƳǳƳ нпέ ƘƻǊƛȊƻƴǘŀƭ ŎƭŜŀǊŀƴŎŜ ǘƻ ŀƴȅ ǎǳǊŦŀŎŜ όǎǳŎƘ ŀǎ ŀƴ ŜȄǘŜǊƛƻǊ ǿŀƭƭύ ŦƻǊ ǾŜǊǘƛŎŀƭ ǘŜǊƳƛƴŀǘƛƻƴǎ  
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VENT RESTRICTOR SETUP 

Flare Fireplace direct vent system is equipped with a vent restrictor. Use Chimney Path Installation and Planning on 

the next page to determine the right vent restrictor setup for your installation. 

Vent restrictor changes and setup should only be done by a certified installer. 

¶ The unit leaves the factory with the vent restrictor open.  

¶ The vent restrictor is adjusted using a 10mm wrench below the front upper frame. 

¶ The vent restrictor setting is from 1 (minimum restriction) to 6 (maximum restriction). 

¶ The installer will document the restrictor setting in the end of the installation.  

¶ Use the vent planning guide and table to determine the restrictor setting. 

 

 

 

 

Signs the vent restrictor needs to be adjusted: 

Vent restrictor should be opened if the flame has the following characteristics: 

ω CƭŀƳŜ ƛǎ ŜȄŎŜǎǎƛǾŜƭȅ ǘŀƭƭ ŀƴŘ ƭƛŦǘƛƴƎΦ 

ω CƭŀƳŜ ƭŀŎƪǎ ƳƻǾŜƳŜƴǘΦ 

Vent restrictor should be closed if the flame has the following characteristics: 

ω CƭŀƳŜ ƘŜƛƎƘǘ ƛǎ ƭƻǿΦ 

ω CƭŀƳŜ Ƙŀǎ ŜȄŎŜǎǎƛǾŜ ƳƻǾŜƳŜƴǘ 

 

Document any change to the restrictor setting. 

Contact Flare Fireplaces for support if needed 
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CHIMNEY PATH INSTALLATION AND PLANNING 

 

   Before vent installation, the installer should read these instructions to ensure the proper vent configuration has been selected. 

To calculate the vent runs, use the following tables and instructions. Please note that power vent runs are model (burner) 

specific. Use the tables below to calculate the restrictor setting. 

 
General Instructions  

 

¶ Diagonal runs have both vertical and horizontal vent aspects when calculating the effects. Use the rise for the 
vertical aspect and the run for the horizontal aspect. 

 

¶ Various combinations of vent runs may be used. Refer to the tables below based on Fireplace size. Use the attached 
example for clarification on how to use the table. 

 

¶ The numbers in the table represent the restrictor setting based on the vent path. 
 

¶ {ȅƳōƻƭ άȄέ ƛƴ ǘƘŜ ǘŀōƭŜ ƳŜŀƴǎ ǘƘŜ ǇŀǘƘ ƛǎ ƴƻǘ ŀƭƭƻǿŜŘΦ 
 

¶ Setting the restrictor to 1 means there is no restriction. 
 

¶ Numbers in the table represent the restrictor setting to be set. 
 

¶ Document the restrictor setting configuration prior to leaving the installation site. 
 

¶ The tables apply to both NG (Natural Gas) and Propane. 
 

¶ Minimum 3 ft vertical run (A) required before any bend or turn. 
 

o  See Flare Front and Flare See Through exception. 
o  See Flare 50 & 60 5x8 table for exception 
 

¶ A maximum of four 90º vent elbows are allowed in the vent run. Any configuration with more than 4 elbows 
requires vent review and approval from Flare Fireplaces. 

 

¶ Two 45º elbows may be used in place of one 90º elbow. 
 

¶ The tables represent ǘƘŜ ƳŀƴǳŦŀŎǘǳǊŜǊΩǎ ƎǳƛŘŜƭƛƴŜ ōŀǎŜŘ ƻƴ ǘŜǎǘƛƴƎ ŀƴŘ ŘŜǎƛƎƴΦ Additional external factors may 
affect the restrictor choice needed. If flame appears to be not typical, please contact Flare Fireplaces for restrictor 
size recommendations. 

 

¶ Use the empty table in the page below to document and calculate the installation vent path. 
 

¶ Any venting pathway that does not appear the tables below require approval from Flare Fireplaces. 
 

 
For optimum performance and flame appearance, keep the vent length to a minimum and limit the number of elbows.  
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FLARE 30/30H 

Suitable for all Flare 30 Fireplaces 

 

 

 

 

 

 

 

 

 
 
 
 

 
 

Vent Restrictor Setting: Set to 1-6 based on Table below. 
X: Run may need to be Power-Vented 
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FLARE 45/45H/45EH 

Suitable for all Flare 45/ 45H/45EH Fireplaces 

 

 

 

 

 

 

 

 

 

 

 

Vent Restrictor Setting: Set to 1-6 based on Table below. 
X: Run may need to be Power-Vented 
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FLARE 50/50H/50EH 

Suitable for all Flare 50/50H/50EH Fireplaces 

 

 

 

 

 

 

 

 

 

 

 
Vent Restrictor Setting: Set to 1-6 based on Table below. 

X: Run may need to be Power-Vented 
 

 



  

 

50 | P a g e 

 

FLARE 60/60H/60EH 

Suitable for all Flare 60/60H/60EH Fireplaces 

 

 

 

 

 

 

 

 

 

 

 
Vent Restrictor Setting: Set to 1-6 based on Table below. 

X: Run will need to be Power-Vented 
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FLARE 70/70H/70EH 

Suitable for all Flare 70/70H/70EH Fireplaces 

 

 

 

 

 

 

 

 

 

 

 

Vent Restrictor Setting: Set to 1-6 based on Table below. 
X: Run will need to be Power-Vented 
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FLARE 80/80H/80EH 

Suitable for all Flare 80/80H/80EH Fireplaces 

 

 

 

 

 

 

 

 

 

 

 

Vent Restrictor Setting: Set to 1-6 based on Table below. 
X: Run will need to be Power-Vented 
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FLARE 100/100H/100EH 

Suitable for all Flare 100/100H/100EH Fireplaces 

 

 

 

 

 

 

 

 

 

 

 

Vent Restrictor Setting: Set to 1-6 based on Table below. 
X: Run will need to be Power-Vented 
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POWER VENTING 

 
For unsupported vent routes (based on the gravity vent tables above) a power venting solution is required. The power venting 
solutions allow Flare Fireplaces to operate in vent conditions that would not be possible without the motor unit. See the Flare 
Power Vent Installation Manual for more specific instructions. 
 
The system is designed and tested with DuraVent 3x5 gasket direct vent pipes. It is critical for the safety and operation of the 
system to use the DuraVent 3x5 gasket system.  
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When using the power vent system, direction of flow through the vents can be up, down, horizontal or diagonal since the system 

is sealed and vacuumed. The vent restrictor level should be set based on length in feet, number of elbows and the vent 

termination. 

NOTE: A minimum of 20 feet of venting is required between the fireplace and the in-line power vent. Do not use the power vent 

if the vent routing is less than 20 feet. Refer to the Flare Power Vent Installation Manual for more specific instructions. 

Clearance - /ƭŜŀǊŀƴŎŜǎ ōŜǘǿŜŜƴ ǘƘŜ ǾŜƴǘ ǇƛǇŜ ŀƴŘ ŎƻƳōǳǎǘƛōƭŜ ƳŀǘŜǊƛŀƭǎ Ƴǳǎǘ ōŜ ƳŀƛƴǘŀƛƴŜŘ ŀǘ оέ ƛƴŎƘŜǎ ǘƻǇ ŀƴŘ мέ ŦƻǊ ǎƛŘŜ 

and below. Maintain the same clearance from the power vent box to any combustible materials. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Power vent unit must be installed by a qualified installer in accordance with these instructions. 

 

 

CAUTION! Failure to install, operate, and maintain the power venting system in accordance with manufacturer's instructions 

will result in conditions which may produce bodily injury and/or property damage 

 

 

http://flarefireplaces.com/wp-content/uploads/2018/02/Flare-PV-System-Install-FEB.pdf
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ELECTRICAL CONNECTION TO THE PV SYSTEM  

¶ The PV system will be getting 115V from the Flare Fireplace board. 

¶ The PV system is connected to the Fireplace control system with a High voltage 4 wire cable - labeled below as 

ŎƻƴƴŜŎǘƛƻƴ άPV Power 115VέΦ 

¶ Cable to be used is 16 AWG-4 copper wire . Cable is not included with the PV kit and can be sourced spertly. 

¶ Connect 4 wire high voltage cable from the Power Vent to matching colors - white to white, black to black & green to 

green and red to red on the PV system. 

¶ The Flare Fireplaces Fan board is a must for operating a Flare Fireplace with a PV system. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 
































































































